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EASYSIM84

E84    EMULATOR



1.SEMI E84 Compliance

2.Local Control and Remote Control

3.Log monitor in Remote Mode

4.Each time out test function

5.Friendly operation

6.LED display for each signal

Functionality



E84 signal indicator

Power switch

Active Side Timer 
indicator 
(TA1/TA2/TA3)

Load / Unload 
Switch

Local / Remote 
Mode operation 
switch

Watch dog and 
Error indicator

TP time out 
setting DIP 
switch

Start and 
Reset  switch

Load / Unload indicator

External Panel Appearance  --17 x 12 x 3.3  (cm) ,420 
g



External Panel Appearance

Left Panel Right 

Panel

RS232 Connector PIO Sensor
Connector

24V DC



Local Control
PIO 
Sensor 
Cable

110VAC 
- 24VDC 
Power 
Cable

- Continue Mode

1.Select  Load/Unload 

operation 

2. Dip Switch: 

TP1/TP2/TP4/TP5 ) all switch  

to off ,then start to continue 

Load/ Unload test .

- Time-Out Test Mode

1.Select Load/Unload 
operation

2. Dip Switch: 

(TP1/TP2/TP4/TP5 ) switch  

1~4 each on for TP1~TP5 

test ,TP3  timeout test  just not 
to load or unload Foup, then 

start to test



Remote Control
Remote Control  also have 2  operation Mode (alike Local Control)���� Auto Mode & 

Manual Mode ,both operation Mode should control from PC Host by communication 

program

PIO 
Sensor 
Cable

RS232 
Cable

PC Host

E84 
Emulator



User Interface

Testing signal 
and sequence 
monitor

Communication 
port selection

Operation Mode 
selection

Event Report 
window

Active site timeout 
setting



Q & A


