UNISON

RFID Transponder Reader Data Sheet

Reader Model Name

88-157-106

Antenna Model Name

88-ANT-D-L150

Antenna Type Rectangle 97.1mm * 65mm * 9mm
Working Frequency 13.56 MHz
RF Module TI® SUNION® RFM201

Tag chip provider

Tag-it™ (ISO 15693)

Transponder Type

Inlay Rectangle( Smart Label)

Typical programming cycles >100,000 times

Memory size

16~256 bytes (by smart label ype)

Read 5mm ~ 75mm
Detect Range

Write 5mm ~ 50mm
Working MID max. bytes: Read 0.15 sec ; Write 0.68 sec
duration time Data max. bytes: Read 2 sec ; Write 6 sec

External power

Input DC 24V 1.0A Max (Full Range Adapter Input 110VAC ~ 240VAC 50/60Hz)

Working Humidity

10% ~ 85%RH

Working Temperature

-10 ~+65 / 14 ~149

Communication

SECS I/l ASCII HSMS

Serial port baud rate

9600,N,8,1




RFID Transponder Reader Data Sheet

0.98" pitch, 6 pins male, disconnectable
RS232 Ethernet Connector RJ45

I/0O connector
RS232 host Connector 9 pin female

Antenna Connector Typ  BNC male

MID Switch (Device ID) 0,1,2,3,4,5,6,7

Firmware Upgrade ISP Switch & ISP Software

Weight (Reader only) 235¢g
Reader Dimension 157mm x 85mm x 33.5mm (L x W x H)
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